PRODUCT DATA SHEET
DC-4420LB

DOUBLE COATED PVC TAPE: Clear & Black

DESCRIPTION:

DC-4420LB is a PVC film coated on both sides with a modified Acrylic Adhesive. Th[s
product comes with a gold siliconized paper release liner. The adhesive system of this
double coated tape is extremely aggressive, and will bond well to nearly all materals;
even to difficult surfaces like foams, PE and PP films. It has excellent temperature, UV,
aging, and water vapor resistance.

APPLICATIONS:

Used for bonding rubber, plastic, metal and wood substrates: for permanent mounting of
nameplates and decorative trim on appliances and furniture.

PHYSICAL PROPERTIES:

Backing 3.2 mil (8o PVC film
Adhesive Modified Acrylic Adhesive
Total Thickness 7.87 mil (exclusive of liner)
Adhesion (1 Hr, Dwell) 157 oz /inch

Shear Resistance 14 Ibs / inch?

Temperature Resistance -40°F to +176°F Continuous

(up to +250°F short term)

COLORS: Clear and Black

NOTE: The physical propertles listed above are typical lest results obtained from a cerles of laboratory lests and
should not be used for the purpose of writing specifications.  Before using this preduct, user shall determine the
sultability of the product for histher use; and user assumes all risks and liabilities in connection therewitn, Al ‘st
procedures used are in accordance with ASTM and PSTC methods.
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