
 

 

 
 

 

 

 

  

 

Highland™ Invisible Tape 
 

 
 
 
An economical matte-finish tape for permanent mending, 
holding, and splicing. 
 
 
 
 
 
 

Catalog Number Description 

6200 Highland™ Invisible Tape ¾” x 1296” 
 

Product Characteristic Typical/Average Values* 

Backing Matte polypropylene 

Adhesive Synthetic acrylic 

Adhesion to Steel 15 oz/in (ASTM D-3330) 
Tensile Strength 17 lb/in (ASTM D-3759) 

Elongation 85% (ASTM D-3759) 

Total thickness 2.1 mils (ASTM D-3652) 
Unwind 9 oz/in (ASTM D-3811) 

Photo safe Yes (ISO Standard 18916) 
*These are average values.  3M does not guarantee every roll will have these specific test values.  Actual values 
may vary and may be greater than or less than the averages listed. 

 
Features: 

• Matte finish makes the tape virtually invisible on most surfaces 

• Can be written on by most pens and markers 

• Photo safe  
 

Applications: 

Adhering paper to paper, permanent mending, hanging lightweight paper to smooth surfaces, 
securing photographs in albums, sealing envelopes 

 Consumer Business Group 

  Stationery & Office Supplies Division 
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Note:  

Optimal storage conditions are 70 degrees Fahrenheit and 50% relative humidity. 

 

All express or implied product claims are substantiated and approved for U.S. use only.  If you intend to 
use any of the product features listed in any copy accompanying the product for any geographic location 
outside of the U.S., please consult with your local legal counsel. 

 
Highland is a trademark of 3M Company. 
Issued May 2019 
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