
770/750 SERIES
PREMIUM SURVEYOR SAFETY VEST

DATA SHEET

• Designed for surveyors and professionals

• Front is made of polyester for durability; back is made of 
polyester mesh for comfort and climate control

• Padded collar designed for comfort and to help regulate 
body temperatures

• Fluorescent yellow vest has 4-in wide orange reflective 
material with 2-in wide silver reflective material stripes

• Quality heavy-duty zipper front closure

• Two exterior mic clips

• Multiple outside pockets for cell phone, flagging tape, 
radio, pencils, maps, etc., plus inside pockets

• Two spray can holders on the hips of the vest that 
include straps for keeping the cans in place until they 
are needed

SIZES | S M L XL 2X 3X  

sku color reflective stripping

CLASS III

23-770-FL
Flo-Lime 2-in (51mm) thick strip with 4-in 

(102mm) wide flo-orange color

CLASS II

23-750-FL
Flo-Lime 2-in (51mm) thick strip with 4-in 

(102mm) wide flo-orange color

CLASS II

23-750-FO
Flo-Orange 2-in (51mm) thick strip with 4-in 

(102mm) wide flo-yellow color

Chest

Leng
th

SIZING CHART FOR 770/750 SERIES S M L XL 2X 3X

CHEST WIDTH MEASUREMENT 36-38” 40-42” 44-46” 48-50” 52-54” 56-58”

LENGTH FROM HIGH POINT OF SHOULDER 26” 26.5” 27.75” 28.5” 28.5” 29.5”

This sizing chart is relevant for all SITEGEAR 750 Series and 770 Series Vests.

Back View (750 Series)

Back pouch with dual heavy-
duty zipper for additional storage 
of documents or blueprints

Lower inside zippered pockets 
with load-bearing strap for 
notebook or iPad®

Back is made of polyester 
mesh for comfort and climate 
control

Plastic drawstring toggle 
spring to adjust waist area for 
desired fit

ANSI Class 3 provide better visibility - 
ANSI Class 3 apparel is intended for workers 
who will be on or near a roadway in which 
they will be exposed to higher traffic with 
speeds or reduced sight distances due to 
inclement weather conditions

CLASS 3- ANSI/ISEA

CLASS 2- ANSI/ISEA
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