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Gorilla® Clear Repair 
 

Product Description:             A thick adhesive layer and tough ultra-clear backing makes Gorilla Clear             
Repair is the ideal solution for tape projects indoors and out.  Fix, patch, seal, hold 
and protect thousands of items in and around the house. 

            
             Weatherproof 

Tough all-weather shell helps create a barrier against harsh elements. 
Airtight 
Aggressive adhesive allows airtight patching on smooth surfaces. 
Tear by Hand 
Serrated edges allow easy hand-tear capability 

 
Product Construction              Backing     Ethylene copolymer 
                Adhesive   Acrylic 
 
Standard Size                           9 yd. long x 1.9” wide 
              
Physical Properties            

 

  

Property Standard Metric Test Method

Thickness 7 mils +/- 1 0.18 mm +/- 0.03 N/A

Adhesion to Steel 85 oz/in width 2.4 kg/25 mm ASTM D3330

Adhesion to Backing 20 oz/in width 0.6 kg/25 mm ASTM D3330

Tensile Strength 24 lbs/in width 10.9 kg/25 mm ASTM D3759

Elongation 397% 397% ASTM D3759

Service Temperature Range -4°F to 140°F -20°C to 60°C N/A

Shelf-Life At least 2 years on the roll depending upon storage conditions  
 
        Note: The technical information and data found in this data sheet is intended only as representative and should not   
        be used for specification purposes.  The information is given in good faith, with tests recommended by PSTC and ASTM and 
        and conducted by Quality Assurance and Technical Service Departments.  Individual rolls may vary slightly from these averages. 
        Users should determine the suitability of the product for their own purposes by their own tests.  
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